
UOL-75NW1DS

Light up with: SMD LED
System power: 75 W
Luminous flux: 7962 lm
colour temperature: 4000 K
colour rendering index: >80
beam angle: 120 °
Power supply: Integrated electronic power supply unit in the profile tube
connection voltage: 220-240 V
system efficiency: 107 lm/W
protection class: 1
colour: white
material: aluminum
version: direct/indirect polar distribution, sensor
INFO*: USB Port 8,5W incl.
INFO Power supplies: Touch dim
protection type: IP20
UGR*: 16
dimension: L=720*W=340*H=1900 mm
EPREL Lichtquelle: 1216684

       

Druckfehler und Irrtümer vorbehalten. Zeichnungen und Bilder haben Skizzencharakter. Maße und
technische Daten sind circa-Angaben. Längenangaben ohne Einheit in Millimeter. Objektfotos stellen
Beispielanwendungen unabhängig von der tatsächlichen Wirkung dar.
Änderungen im Programm, in der Technik und in der Ausführung (ohne Ankündigung) vorbehalten.
Farbabweichungen sind drucktechnisch bedingt und möglich.
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Adresse/Kontakt

A.L.S. Architektonische Lichtsysteme GmbH
Mastorter Str. 31 | 88069 Tettnang (Germany)
tel.: +49 7542 9344-0 | Fax: +49 7542 9344-30
E-Mail: info@als.de | Web: www.als.de

https://eprel.ec.europa.eu/screen/product/lightsources/1216684
https://www.als.de/

